
SCRAPER 
T429/1, T429/2, T429/3

PRZEDSIĘBIORSTWO PRODUKCYJNO-USŁUGOWO-HANDLOWE
POMAROL S.A.

11-300 Biskupiec ul. Przemysłowa 4
tel. +48 89 715-20-71; fax +48 89 715-20-73, 715-26-78

www.pomarol.com.pl e-mail: sprzedaz@pomarol.com.plS.A.



Manufacturer: PPUH POMAROL S.A. 
11-300 Biskupiec 

SCRAPER 
T429/1 T429/2 T429/3 

Working width [mm] 2500 2500 3000 
Length [mm] 2100 2660 2660 
Height [mm] 1200 1250 1250 
Blade height [mm] 600 740 740 
Weight [~kg] 430 750 790 
Turning angle of drawbar ±450 ±350 ±350 
Turning angle of blade 2700 
Inclination angle of blade - 0÷600 
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Scraper is mounted on a three-point suspension system in rear of agricultural tractor.
It consists: 
- The suspension with the support,
- Drawbar with pins,
- Hydraulic cylinder turning blade with wires,
- Hydraulic cylinder turning drawbar with wires (optional)
- Scrape blade with supporting wheels
Turning angle of blade is determined by repositioning the pins (displacement adjustment) or by 
hydraulic cylinder (continuous adjustment). The turning angle of drawbar is determined similarly.
Scraper is used for scraping, pushing and leveling soil heaps, sand and other loose materials, leveling 
unsurfaced roads and snow removal.


