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Manufacturer: PPUH POMAROL S.A. 
11-300 Biskupiec 

SWEEPER 

Sweeper type ZS150 ZS200 ZS250 

Working width [mm] 1500 2000 2500 
Transporting width [mm] 1780 2280 2780 
Length 1340 mm 
Height 1010 mm 
Turn angle ± 250 

Weight [~kg] 250 290 330 
Brushes quantity [pieces] 36 47 59 
Operating personnel 1 person 
Brush rotational speed 140-160 rpm (*) 
Brush diameter 600 mm 
Working elements drive hydraulic 
Working speed 8 km/h 
Transporting speed 15 km/h 
(*) For a given rotational speed the tractor should have a hydraulic pump with 
a minimum flow rate 75 l / min 
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Sweeper is designed to sweep garbage from such areas as roads, squares and sidewalks covered with 
asphalt, concrete or paving stones. You can also use the sweeper in winter maintenance of roads, 
squares and sidewalks to sweep snow to one side, after a twist of the body.
Sweeper is not recommended to be used for cleaning surfaces contaminated by waste such as twines, 
threads, hairs, etc. These contaminants entangle in brush sweeper and will cause less efficient 
operation of the machine.

Construction of sweeper:
     - Body
     - Horizontal combination of brushes (plastic and metal brush or both can be used)
     - Hydraulic system
     - Three-point suspension system
     - Chassis


